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SAMSUNG VIDEO SECURITY SYSTEM  I CAMERAS

SCC-B9374

Anti-Vandal Dome IR Leds
Day & Night Camera

| Dimensions (unit:mm)

• 1/3" 410K/470K pixels Super-HAD CCD

• 540(Color)/570(BW) TV lines resolution

• Minimum scene illumination : 0 Lux with IR-LED(18pcs)

• Vari-focal(3.8~9.5mm) auto iris lens built-in F1.2

• Color & B/W changing time selectable

• IR LED Day & Night vision camera

• Real 3-axis gimbals bracket (2-Pan , 2-Tilt)

• Viewable length at night(20m)

• Back light compensation

• Vandal resistant, water resistant (IP66)

• Service monitor (second video) built-in

• Size : 145(ø) x 100(L)mm

• AC24V/DC12V, 210mA/420mA (IR LED On)

| Features | Specifications

Camera Type Color
Image Device 1/3" Super-HAD IT CCD

Pixels Total NTSC : 811 x 508 / PAL : 795 x 596
Effective NTSC : 768 x 494 / PAL : 752 x 582

Minimum Scene  Color O Lux with IR-LED(18pcs)
Illumination B/W Viewable Length at Night : 20m
Resolution Horizontal 540(Color)/570(BW) TV Lines

Vertical 350 TV Lines
Video Output VBS 1.0Vp-p
S/N Ratio 48 dB 
Function AGC, BLC, ATW
Lens Focal Length 3.8~9.5mm

Aperture Ratio F1.2
Viewing Tele 30.0˚(H) x 22.4˚(V)
Angle Wide 74.2˚(H) x 54.0˚(V)
Lens Drive Type Vari-focal Auto Iris

Operating Temperature -10˚C ~ + 50˚C
Operating Humidity Less than 90%
Water resistant IP 66
Power Requirement AC 24V & DC 12V
Power Consumption 2.5W(Led Off)/5W(Led On)
Dimension 145(ø) x 100(L)mm
Weight 990g

Model SCC-B9374

| Water Resistant
Cameras are protected from rain, moisture, snow, and dust,
all of which occur naturally outdoors as well as moisture and dust indoors.

Water Resistant | Dimensions (unit:mm)

SCC-B5203
1/3" Color Fixed Dome Camera

| Specifications
• Horizontal resolution : 520 TV Lines

• Minimum scene illumination : 0.15(color)/0.015(B/W) Lux

• Compact size of 85(ø)x54(H)mm

• Pan/tilt adjustment to a wide range of angles

• Sharp image quality, with an excellent signal-to-noise ratio (50dB)

• Easy to install (ceiling-mountable)

• Exterior Color : SCC-B5203S (silver) 

SCC-B5203 (black)

| Features

Model SCC-B5203 SCC-B5203P
Imaging Device 1/3" Super HAD CCD
Effective Pixels 768(H)x494(V) 752(H)x582(V)
Scanning Method 2 : 1 Interlace
Scanning Line Horizontal 15.750Hz 15.625Hz
Frequency Vertical 60Hz 50Hz
Synchronization Method Internal
Horizontal Resolution 520 TV Lines
Signal Output VBS 1.0Vp-p(75 Ohm, Composite)
S/N Ratio 50dB
Minimum Scene Color 0.15(Sens up Off,15IRE)Lux
Illumination B/W 0.015(Sens up Off,15IRE)Lux
PAN / TILT 330°(Manual) / 10°~ 90°(Manual)
Control Switch BLC On

AGC On
ELC On(Max. 1/120Ksec)
White Balance ATW/AWC

Lens Focal Length 3.0mm fixed lens
Aperture Ratio F2
Viewing Angle 94.4°(H)x69.5°(V)

Input/Output Image Output BNC
Power 2-pin Terminal

Operating Temperature -10°C ~ +50°C
Operating Humidity Less than 90%
Power Requirment DC12V
Power Consumption 2W
Weight 125g
Dimensions 85(ø) x 54(H)mm
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